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High Quality Raised Access Floor Systems



Company Profile

Yemag 
Raised Access Floor
Systems Salient 
Features

Yemag Network Equipment - based in Bangalore was 
established in 1980. Dedicated to manufacturing Raised 
Access Floor Systems, the company is actively spear 
headed by a dynamic management and trained support 
personnel. 

Yemag Network Equipment is ISO 9001 certified 
company – an affirmation to our efforts in manufacturing 
world class products. 

With a proven track record Yemag products successfully 
meet the rigorous quality standards and comply with the 
strictest testing procedures. Raised Access Floor Systems 
built by Yemag meet and exceed expectations of our 
clientele.  Yemag Access Floors are customized for Data 
centers and  Server rooms of large private and 
government establishments.

Yemag Raised Access Flooring Systems  facilitates 
handling large number of data cables, the ability to 
handle high heat load, and a flooring system that 
performs with a high rolling and static load capacity. 
Yemag system addresses all of these needs in a highly 
adaptable space and provides the ability to respond 
quickly and easily to client and technological changes.



Access raised floor system consist of modular panels 
(600X600mm)supported on pedestal base 100mm to 
600mm above the structural floor. This creates a plenum 
where distribution of premise wiring can be made. Each 
panel can be easily removed to give convent access to 
service in the floor plenum. Pedestal are generally made 
of steel and include a base, which is fixed to the structural 
floor with an adhesive, a pedestal shaft for heights 
adjustment, and a head on which the panel rest. Panel 
construction is mainly made of steel filled with cementers 
material, which improves resistance to deflection and 
acoustics. Raised floor panel is designed in many styles 
and load ratings to suit different application and budgets.

Steel Access Floor

Product Reference:
CISCA (Ceilings & Interior Systems Construction 
Association - USA) “Recommended Test Procedures for 
Access Floors” shall be used as a guideline for product 
performance standards. Copies of test reports, by an 
independent testing laboratory, shall be submitted when 
requested. 
Performance confirms to MASTERSPEC ® Standards 
096900 / 10270 (USA)

Yemag produces Bare panel corner lock system which is 
high in demand for the general office area which creates 
a perfect level platform for easy access of data, power 
cable and other service which meets the customer 
requirement ,its cost effective and easy to handle.

HPL panel,PVC and ESD finish panel  is mainly used in 
server/hub rooms ,Data centres, training rooms, control 
room, switch rooms and in research labs, Industries.

According to load capacity we have classified the product   
and recommend the grade as light grade Yg-800, 
medium grade Yg-1000, Heavy grade Yg1200 and 
YG1500 respectively. refer the selection chart for details.

Bare panel - Corner 
Lock System (CL)

Steel panel with anti-static HPL Steel panel with conductive PVC

Traditional Perforated Panel 
(open ratio 20%)

Heavy Duty Perforated 
Panel Face (open ratio 19%)

Steel panel with ceramic tile Perforated Panel with Damper



Wood core panel specification:
•  Providing and fixing truly leveled and aligned false 
flooring/cavity flooring upto 600mm deep consisting of  
30mm thick, 16mm dia hot dip galvanized M.S. Rod studs 
@ 610 mm c/c both ways fixed to flooring with M.S. base 
plates and M.S. check nut welded to base plates.

•  100mm x 100mm x 6mm hot dip galvanized M.S. base 
plate @ 610 mm c/c both way fixed to floor with 4 nos. 
35*6 dash fasterners.

•  Jack head made of pressure die cast aluminum alloy, 
2.5mm thick, having channel shaped projections in four 
directions held by 5mm thick brackets, four pin heads on 
top, 16 mm dia, 30mm long sleeve fitted underside of the 
jackhead. The jackhead fixed to rod studs with two M.S. 
checknuts to provide level adjustment upto 25mm.

•  Machine cut cold rolled, M.S. channels of 40mm x 40mm 
x 2mm section snapped on to the jack head  in both 
directions to form a grid of 610mm x 610mm.

Truly leveled and aligned removable floor panels 
consisting of 35mm thick particle board  with 0.05mm thick 
aluminum foil facing at bottom, 50mm long aluminum 
channel cleats fixed to the bottom of panel on four sides to 
keep the panel in position and hard PVC lipping on four 
side edges.

Yemag Wood Core 
Access Floor

With floor panels finished on top with 1mm thick approve quality high pressure laminate

YFP are manufacture with latest design to meets the 
customers requirement .these YFP are non combusible  
material in nature and  electro statically powder coated 
,the bottom  embossed sheet and resistance welded with 
top sheet and Hallow cavity is  infill with light cementious 
mixture to  strengthen the panel.

This   folding design will have wider beam width and 
corner radius area will provide a lateral stability which will 
enhance the uniform distribute load capacity. The edge 
of the panel is folded to strenghted the side edges and 
avoids the sharp edges and it reduces the squeaky noise 
on the floor.

Yemag Folding 
Panel



a) Chequered Perforation grille (2500 CFM) ( with sliding 
damper fully open & half open upto max 60 pa and with 
opposed blade damper fully open and 50% open upto 
max 60 Pa)

b) Oval perforation grille( with sliding damper fully open & 
half open upto max 60 pa and with opposed blade 
damper fully open and 50% open upto max 60 Pa)

c) Directional air flow grille (with opposed blade damper 
fully open and 50% open upto max 60 Pa)

d) Round perforation air flow grille (with opposed blade 
damper fully open and 50% open upto max  60 Pa) Air 
Flow Grille of  Chequered  /Oval/Directional/Perforated 
grille are constructed with non combustible material and 
coated with anti dust epoxy. The panels also compliment 
the existing Access Floor OR  any other Raised Floor 
System irrespective of the understructure and depth of 
panel.

The point load of this grille is 1250 lbs/Sq.inch (As per 
CISCA). Grilles with higher point load bearing capacity will 
be available on request.

Compatible with Access floor Grades 800 / 1000 / 1250. 
(Higher Grades can be considered on request)

Available in dimensions of 600 x 600mm the panels are 
epoxy coated steel surface. Provided with a built in self 
extracting lift handle.

Available with an option of sliding volume control / 
opposed blade steel - aluminium damper.

Designed to provide uniform air flow to achieve optimum 
performance for required CFM’s at corresponding static 
pressure.

Air Flow Grille: Chequered Perforation – 
With Opposed Blade Damper fully open

Air Flow Grille: Chequered Perforation – 
With Opposed Blade Damper 50% open

Pressure drop variation with flow rate for 
floor grille when opposed blade damper is 
fully open

TheYemag ventilation panel is empty, no foamed filler, 
completely from steel and HPL (or PVC) are punched to 
form ventilation holes. The back side of the panel is fitted 
with OBD aluminum damper .The air rate of ventilation 
panel is 20%, 35%, 45%, 55% and the panel can be 
equipped with damper to adjust the air volume

Features:
•  Treated with static electricity painting, good anti - 
corrosion
•  High precision of dimensions, good interchangeability
•  All steel structure with high strength, strong 
anti-impact ability
•  Fire-proof, water-proof and dust-proof
•  Ventilation

Applicable fields:
Clean room, Places that have requirements of no dust, no 
dirt, no particulate. Clean rooms are typically found in 
hi-tech environments such as biomedical, 
micro-electronic, pharmaceutical, semi-conductors, 
telecommunication equipment and laboratory facilities.

Brief Description:
Providing and Fixing YEMAG makes Perforated Access 
Floor Panels of 600 x 600 mm. The perforated panels 
shall be fabricated from mild steel perforated top and a 
specially designed side channel section which houses a 
pre-punched 25mmx25 mm 30mm high mesh concealed 
within the side channel. Designed and constructed to 
avoid air flow turbulence for bottom discharge, damper 
can be operated from the top thru perforatation without 
lifting the panel

Perforated 
Air Flow panel

Impedance Characteristics
Corner view

Top View

Bottom view

 

 

Perforated Panel Oval Perforation Panel



Yemag is a Bangalore based  ,Indian manufacturing 
company spread over 56000 sft dedicated solely to the 
Development, Production and Marketing of  Raised 
Access Floor Systems. Yemag is a Quality Assurance 
System Certified company since 1980. Yemag is 
committed to deliver high quality products to Customers. 
Yemag produces  5, 00,000.00 sft per anum.Facilitates on 
time deliveries,Yemag is equipped with technology and 
art machinery it’s been accredited with Current range of 
Raised Access Floors have been specifically designed to 
cater for the demands and flexibility required by today's 
highly technological business environment Yemag 
product complying with MASTER SPECS & CISCA(USA), 
PSA/MOB PF2 PS SPU. ISO 9001:2008 for its 
manufacturing process and with Crisil.

YEMAG Mfg and 
Quality  Assurance Raised Floor Performance Chart

Multinational company

Clients

Governments

Types & Finish Grade  Static Load   Dynamic Safety Ultimate  
       Rolling Factor Load (N)
       Load (N)
    Concentrated Load Uniform 10 passes
       Load  
  lbs KN Kg. Kg/Sqm   
Bare / HPL / PVC YG 800 800 3.6 363 1100 3560 3 14680
Bare / HPL / PVC YG 1000 1000 4.5 454 1300 4450 3 16900
Bare / HPL / PVC YG  1200 1200 5.5 568 1400 5560 3 22240
Bare / HPL / PVC YG 1500 1500 6.8 681 1600 6680 3 26680
Wood Core (YWC) YWC 1000 1000 4.5 454 1300 4500 3 16500
Bare Folding Panel YFP 800 800 3.6 360 1350 3500 3 2350
Bare Folding Panel  YFP1000 1000 4.5 450 1600 4450 3 2950


